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Abstract: 
The paper presents the need to develop a descripƟon of the importance of the technological systems reliability structure 
elements in terms of security of the system. Basic issues related to the exploraƟon of weak links and important elements 
in the system as well as a proposal to develop the current approach to assessing the importance of the system compo‐
nents have been presented. Moreover, the differences between the unreliability of suitability and unreliability of safety 
have been pointed out.  

SAFETY CRITERION IN ASSESSING THE IMPORTANCE OF AN ELEMENT IN THE COMPLEX 
TECHNOLOGICAL SYSTEM RELIABILITY STRUCTURE 

INTRODUCTION 

Within  the  reliability  theory  measurements  for  the 
quanƟtaƟve evaluaƟon of  the  importance  (relevance) of a 
given  system  component  for  the  proper  execuƟon  of  the 
object’s  funcƟons  have  been  worked  out.    Various 
measures  of  importance  lead  to  different  systems  rele‐
vance rankings, due to their different definiƟons [1, 5, 9]. 

For the assessment of which elements are most likely to 
lead  to  failure  of  the  system,  Vessely‐Fussell  importance 
measure  and  Lambert  criƟcality  can  be  used.  These 
measures  relate  to  the  reliability  of  system  components 
and reliability structure, which the components are located 
in.  

Among  the  importance measures  there  can  be  found 
measures  not  dependent  upon  the  reliability  of  the  ana‐
lyzed  element,  but  only  on  the  reliability  of  all  the  other 
components and the system reliability structure. An exam‐
ple  of  such  a measure  is  Birnbaum  reliability  importance 
measure. So far, apart  from the above menƟoned, a great 
deal of other importance measures based on the reliability 
characterisƟcs of devices  including Bergman, Natviga, Bar‐
low‐Proshan and others have been developed.  

The  issues of assessing the  importance of elements are 
related to the problem of searching for "weak links", that is 
the most unreliable components. 

“WEAK LINKS” AND IMPORTANT COMPONENTS  

  One way  to  increase system  reliability  is  the use of 
reserving the most unreliable elements. Such elements are 
amplified  by  the  introducƟon  of  a  parallel  or  threshold 
structure. By  improving  the  reliability of  the  system using 
the  structural  excess  of  the  current  "weak  link",  another 
element  is the most unreliable. This phenomenon  is called 
"wandering cell". 

The  criterion  to  determine  the  weak  link  of  the  n‐
element system can be represented in the form [1]: 

where: 
 
 
 
   

 
In this case, reliability of a mulƟ‐system always saƟsfies the 
condiƟon: 

where: 

If  the  load of all  the elements changes simultaneously, 
aŌer crossing  the criƟcal  load one of  the elements will go 
into unfitness. The element  is the system’s  ‘weak  link’ and 
the  reliability  of  the  system  then  equals  the  reliability  of 
this element: 

Summary of  key  issues  related  to  the  search  for weak 
links is shown in Fig. 1.  

Elements importance raƟng based only on indicators of 
reliability  leads  to  the  limited  applicability  of  these  rele‐
vance measures. Such measures, however, provide prelimi‐
nary  results  for  further  analysis.  An  example  of  a  block 
model of the reliability structure of a complex technological 
system  in  the  form  of  an  industrial  robot manipulator  is 
shown in Figure 2.  
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Fig. 1. Problems and objecƟves of seeking "weak links" 

Fig. 2. Reliability structure of an industrial robot manipulator [10]  

For the example in Figure 3 the waveforms of importan‐
ce  reliability measures  of  various  elements  of  the  system 
have  been  shown  [10].  The  presented  computer  code  is 
one  of  the  few  that will  promote  the  Ɵme  course  of  the 
reliability  importance    values  (here:  A  measure  of  Birn‐
baum). 

Virtually, all popular packages for the analysis of reliabi‐
lity  only  allow  for  the  construcƟon  of  bar  graphs 
(importance point), but the author is not aware of any pro‐
grams to assess the importance based on addiƟonal criteria 
for the importance of elements. 
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Fig. 3. A measure of Birnbaum of system elements presented in Fig. 2  

There  appears  a  necessity  to  introduce  addiƟonal  im‐
portance criteria, since, as pracƟce shows important opera‐
Ɵonal  elements  due  to  their  reliability  are  oŌen  not  the 
"weak  links". Criteria for the selecƟon of "weak  links" may 
be based on [1]: reliability, maintainability, safety measures 
and technological efficiency. 

The selecƟon of the ‘weak  links’ here needs to be rela‐
ted  to  the  impact of  the working  system environment on 
the characterisƟcs of the system components. According to 
the publicaƟon  [1]  there exist  the  following  criteria  to as‐
sess  the  impact of  factors  forcing  the  state  characterisƟcs 
of the elements shown on the basis of the internal combu‐
sƟon engine: the criterion of the thermal load, the criterion 
of dynamic  forces,  the criterion of conƟnuity of work,  the 
criterion  of  safety,  traffic  noise  criterion,  the  criterion  of 
maintainability, the criterion of difficulty of operaƟon.   

The author proposes to develop a methodology to eva‐
luate  the  importance  of  elements  in  the  structure  of  the 
reliability of complex  technological systems by  introducing 
a number of criteria of  importance  for the construcƟon of 
mulƟ ‐ criteria importance model [4, 5, 6, 7]. The iniƟal im‐
portance of  the elements can be determined on  the basis 
of unreliability of  the  component  F(t)  and  the number of 
fitness  tracks  xi,  involving  the  i‐th  element  for  all  the  x 
tracks of the fitness system: 

The  author proposes  a measure describing  the  impor‐
tance of the item, taking into account the relevant criteria, 

to be determined by appropriate weight factors for various 
criteria, such as the criterion of amount of labor Ɵme , the 
effort of staff parƟcipaƟon, maintainability, spares delivery 
Ɵme, maintainability  economics  and  safety  of  operaƟon. 
Then the element importance can be defined by means of a 
funcƟon like the following: 

Importance criteria will be modified  through  the appli‐
caƟon of weight factors: cb (t) ‐ the operaƟonal safety, ct (t) 
‐ amount of working Ɵme to carry out the element renewal, 
cp  (t)  ‐  the parƟcipaƟon of personnel  for  the  element  re‐
newal, co(t)  ‐ operaƟonality in the element renewal, cs (t) ‐ 
delivery Ɵme of spare parts  for  the  implementaƟon of  re‐
covery (repair) of an element, ce (t) ‐ the economics of ser‐
vice took the form presented in [7].  

THE UNRELIABILITY OF THE SUITABILITY AND SECURITY 
FAILURE  

The main and most  important  issue  in the operaƟon of 
the  systems  is  security  (Fig.  4).  The  author  proposes  to 
adopt  reliability  indicators  in  assessing  the  importance  of 
elements in a reliability structure that recognize the opera‐
Ɵonal safety,  followed by the  introducƟon of other  indica‐
tors [8]. 

 

 
Fig. 4. Safety is always the most significant aspect [11]  
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The definiƟon of reliability of measurement is described 
by the relaƟon (3) and refers to the reliability of the system 
operaƟon and can be generalized  to measure R  related  to 
safety  reliability.  RB  Safety  reliability  of  the  system  is  im‐
mune to errors of acƟon  involving a threat to the     system 
existence,  cooperaƟng  systems,  the  environment  and  hu‐
man life [2].  

Where:

 
ApplicaƟon  of  the  presented  set  of  measures  causes 

serious applicaƟon difficulƟes because of  the need  to find 
the  appropriate  length of  Ɵme distribuƟons  in  relaƟon  to 
the failure and the possible state of emergency. That is why 
some  parameters  are  defined  as  simulaƟon  methods  or 
evaluated by experts. 

FINAL CONCLUSIONS 

Previous work on the importance of the elements main‐
ly focused on elements vulnerability, and in a marginal way 
discussed other importance criteria [3, 4, 5] 

In pracƟce, the definiƟon of security failure is very diffi‐
cult or impossible. In addiƟon, a user of a complex techno‐
logical system must know not only a "weak link" of the sys‐
tem, but a set of "weakest  links",  i.e. "a collecƟon of rele‐
vant  links ".And oŌen aŌer the adopƟon of certain criteria 
such as safety it may appear that the sets of important ele‐
ments and  the  "weak  links" are not part of  the  joint. This 
follows from the fact that failure to the most decepƟve ele‐
ment does not need to cause the state of security threat. 

For uƟlitarian  reasons  it  is necessary  to develop much 
simpler measures  that  recognize  the safe operaƟon of  the 

system  and  related  indicators  of  the  effecƟveness  of  the 
operaƟon process.  

REFERENCES 

[1]  Adamkiewicz W. et al.: Badania i ocena niezawodności 
maszyny w systemie transportowym. WKiŁ. Warszawa 
1983. 

[2]  Chybowski  L.,  Matuszak  Z.:  Selected  Measures  and 
Models of the Safety of Offshore Vessel Marine Power 
Plants.  Polish  Journal  of  Environmental  Studies.  Vol. 
15, No. 4B, 2006, pp. 18‐26. 

[3]  Chybowski L., Matuszak Z.: Reliability importance anal‐
ysis of marine  technical systems elements. Autobusy. 
6, 2010.  

[4]  Chybowski L.: Tendencje rozwojowe w ocenie ważno‐
ści elementów  i  grup elementów w  strukturze nieza‐
wodnościowej systemów. Studia  i Materiały Polskiego 
Stowarzyszenia Zarządzania Wiedzą. Nr 45, 2011, pp. 
77‐86. 

[5]  Chybowski  L.:  Jakościowo‐ilościowa  analiza  ważności 
elementów  w  strukturze  niezawodnościowej  syste‐
mów. Studia  i Materiały Polskiego Stowarzyszenia Za‐
rządzania Wiedzą. Nr 45, 2011, pp. 67‐76. 

[6]  Chybowski L.: A Note On ModificaƟons To The Meth‐
odology  For  Components  In  The  Complex  Technical 
Systems  Reliability  Structure  Importance  EvaluaƟon. 
Journal of Polish CIMAC. Vol. 6 No. 2,  2011, pp. 59‐64. 

[7]  Chybowski  L.:  A  New  Aproach  To  Reliability  Im‐
portance Analysis of Complex Technical Systems. Jour‐
nal of Polish CIMAC. Vol. 6 No. 2, 2011, pp. 65‐72. 

[8]  Jaźwiński J., Borgoń J.: Niezawodność eksploatacyjna  i 
bezpieczeństwo lotów. WKiŁ. Warszawa 1989. 

[9]  Karpiński  J., Korczak E.: Metody oceny niezawodności 
dwustanowych  systemów  technicznych.  Omnitech 
Press. Warszawa 1990. 

[10]  Program komputerowy BlockSim 7. ReliaSoŌ Corpora‐
Ɵon 2011. 

[11]  Measures  Taken During  Shipboard OperaƟon  for  the 
Safety of Ship’s Crew, Cargo, and Marine Environment. 
hƩp://www.marineinsight.com (14.09.2011). 

 
ܳ ൌ ܤܳ  ܼܳ – system unreliability, 

 
ܼܳ ൌ 1 െ Ωܱܶ

ܰ  – suitability unreliability 
(operaƟon). 

 
ܤܳ ൌ 1 െ  ,safety unreliability – ܤܴ

Artykuł  w  polskiej  wersji  językowej  dostępny  na  stronie 
internetowej czasopisma. 
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